


Coanda - Natural Convector

“Coanda” Natural Convectors combine the advantages of central heating
with the compactness and silence of panel radiators. The artractive casing
never gets hotter than body temperature - that's why natural convectors are
the natural choice when the safety of children and the elderly is considered.
Ideal for the home, kindergarcen, child minding centres, schools, public
buildings, hospitals, aged care hostels, independent living centres, ctc.
Hot water is pumped through copper tubes in the natural convector and
nature does the rest. Cooler air enters through the bottom of the “Coanda”

through the top. Warm air is gendy circulated throughout the room
without draughts or noise.

» Features:-

» Maincenance free - there are no moving parts and waterways are all coppe
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» Speifications & Dimensions:-

Emissions (kW) & model nos. for 120mm & 180 mm Case Depth (D).

LENGTH (L mm|

120| 073 | 104 | 135 | 167 | 1.98 | 230 | 261 | 293 | 356

600 | 800 | 1000 | 1200 | 1400 | 1600 | 1800 | 2000 | 2400

180 | 1.04 | 150 | 198 | 240 | 290 | 336 | 3.82 | 428 | 520

120 081 | 117 | 152 | 188 | 223 | 259 | 294 | 330 | 4.00

180 1.17 | 168 | 2.19 | 270 | 3.20 | 372 | 423 | 474 | 575

120°( 0.94 | 135 | 175 | 216 | 256 | 297 | 338 | 379 | 4.60

180 | 134 | 193 | 251 | 300 | ses [ 427 [ 485 | 54 | 660

o 120 098 | 140 | 183 | 2.26 | 268 | 3.1 | 3.54 | 3.96 | 482

180 | 140 | 201 | 263 | 3.24 | 3.85 | 446 | 507 | 568 | 691

120| 105 | 150 | 195 | 241 | 2.86 | 332 | 377 | 423 | 5.4

900
180 | 150 | 2.15 | 280 | 346 | 411 | 476 | 542 | 607 | 7.38
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Peace of mind - low surface temperatures will not start a fire burn children or the elderly.

Save on your gas bill - independent tests have proven natural convectors are a highly efficient cencral heating method.
Comfort and silent - because there is no fan, the air flow is natural and gentle without draughts.

Individual control - each narural convector has a control which will increase, decrease or turn off the heat.

Astractive & compact - will suit a wide range of decors and tight situations where other heaters cannot be installed.
Minimal installations costs - simply fix into position and connect copper water pipes.
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Finish
Powdercoated Dulux Penrose colour.
Accessories
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Correction Factors

For temperatures other than 60°C, use the table left for correct emissions. To
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|FacToR] 0.38 | 050 [ 077 [ 090 | 11| 122 ﬂ"_Aullume.:qunnun

‘Water friction resistance

DEPTH LENGTH (L mm)
(Dmm) | 500 [ 800 [ 1000 | 1200 | 1400 [ 1600 [ 1800 [ 2000 [ 2400

with
A lage range of Accessores are avaiable which
include valves and fittings

- Flow » Reumn water €mp. _ Room Temmp

"Ouunda" natural convectors have 16 mm diameter

120 [ 34 | 42 | 50 [ 58| 66|74 |82 90106
180 | 54 | 66 | 78 | 90 | 102 | 105 | 126 | 138 | 162
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