


Therma-rad - Steel Panel Radiators

“Therma-rad panel radiacors provide the most pleasant and narural form of heating, without noise or draughes, by natural convection and
Hot warer I boiler isci by radiation as the sun does. They also

distribute warmth by natural convection, with cooler air tn[:nng the | botcom ofthe panelbeng heted s it pases chroughche varm fins
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» Features

» Comfortable - the most pleasant and comforeable form of heating as it is provided by natural convection and radiation. Much more
comfortable than blowing hot air.
Silent - there are no fans blowing hot air so there is no noise or draughrs, just quiet, comfortable warmth.
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Heathy - ideal for allergy and asthma sufferers as ics natural air flow carries less allergens and dust.
Individual control - each radiacor has 2 control which will increase, decrease or turn off the heat. Living areas can be warmer than
bedrooms and seldom used rooms can be turned off to provide the comfort you want and save on your gas bill

Style - Therma-rad can add style o your home with their artractive modern design and finish in a neutral off-white colour o
compliment any decor.
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Efficient - a central heating system with low running costs using a highly efficient central boiler. With  control on each unit, you
only pay for the heat and comfort you need.

» Spedifications & Dimensions

The most popular sizes are 600mm high of various lengehs in single or
double pancl models. The heat outputs are shown in the table below and
sizes shown are available from stock except for che items in dark shading. A
wide range of non-stock sizes are available on firm customer orders.
LENGTH (mm) | SINGLE PANEL (kW) | DOUBLE PANEL (kW)
20 (i 099 Single Double
600 0.81 149 Panel Panel
800 1.08 1.9
1000 136 249
1200 1.63 298
1400 190 348
| 1600 217 398
1800 244 447
2000 271 497
2400 325 596 £ O
Sizes and output @60°C.
Technical specifications Please check caralogue for the complete range of sizes
e e o TR e available, heat outpurs and installation specifications.
Test pressure 1300 kPa (13 bar) minimum. Ancessonies inclnded
Working pressure 1200 kPa (12 bar) maximum. P Air bleed valve 1/2" BSP with “O" ring seal
| Connections 1/2" BSP - use 2 of 4 provided. P Plain plug 1/2"BSP with “O” ring seal.
Finish Powder coated off-white. b Side covers and top grille.
Packaging [Heavy duty cardboard, bubble » Concealed wall brackets with plastic inserts.
peck & shrink wrap, P Screws and wall plugs for a brick wall.

Products for that WARM feeling...
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