


Thermaboard - Skzrtmg Board Convector

11 ” Skirting Board Convectors is an quiet and

natural way to centrally heat large or small areas. The attractive casing never

gets hotter than body temperature - thac’s why skirting board convectors are Warmer air rises
the natural choice when the safety of children and the elderly is considered.

Ideal for the home, kindergarten, child minding cencres, schools, public

buildings, hospitals, aged care hostels, independent living centres, etc.

Hor water is pumped through copper tube in the skirting board convector Al iy hee
and nature does the rest. Cooler air enters through the bottom of the by hot water in
“Thermaboard” and as the air flows past the finned copper tube it is heated Gianed copper tul

and escapes through the top. Warm air is gendy circulated throughout the
room without draughts or noise mainaining an even temperature from floor
to ceiling within a few degrees.

> Features:-

» Peace of mind - low surface temperatures will not start a fire or
burn children or the elderly. 50 minimum

» Maintenance free - no moving parts and waterways are all copper.
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Save on your gas bill - independent tests have proved skirting
board convectors are a highly efficient central heating method.

Comfort and silent - because there is no fan, the air flow is natural and gentle without draughts.
Individual control - each skirting board convector has a control which will increase, decrease or turn off the heat.
Attractive & compact - will suit a wide range of decors and tight situations where other heaters cannot be installed.
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Minimal installations costs - simply fix into position and connect to copper water pipes.

» Speifications & Dimensions:-

Finish

Dulux - colour Penrose

Accessories

T Skirting Board Convectors are supplied
with mounting brackets and heating
element. A large range of accessories is
200 available which include valves, case joiners,
pipe spacers, copper bends and fittings.

Emissions (kW) for Single and Double heating elements.
LENGTH (Lmm)| 900 | 1200 | 1500 | 1800 | 2100 | 2400 | 2700 | 3000 | Mol
SINGLE 1 054 | 072 | 090 | 108 | 130 | 144 | 1.62 [ 1.80 HEAS

— o) ELEMENT
DOUBLE | 0.65 | o084 | 105 | 126 | 147 | 168 | 185 | 210 | [o]

Allof based ona iperature difference (M.ED) of 60°C.

Correction Factors
For temperaures e than 60°, us he bl efe o corrceemisions. To
S0°C [ 55° | 657 | 7 pe:
| il P [ brain the Mean Efcive Temperatue Diference MLED) use
[FACTOR 038 [050 [ 077 [ 090 | 101 122 | i fltgmine cpmssion ME.D, - Ho o Return watertemp. . Room Temp.

Water friction resistance

LENGTH (Lmm)| s00 | 1200 | 1500 |
SINGLE 090 | 120 [ 150 | 180 [ 210 | 240 | 270 | 3.00 |
DOUBLE | 210 | 270

2100 | 2400 | 2700 ] 3000 | “Thermaboard ing board convectors

have 18 mm diameter copper waterways.
The table lefe details the equivalent length
330 | 390 | 450 | 5.10 | 5.70 | 630 | of straight copper pipe in metres.
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Products for that WARM feeling...
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